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POROUS PAVEMENTS
Fact Sheet SDM-5

Also known as: Pervious pavement and permeable pavement.

 
 

 
 

 
 

 
 

 
 

 

Pervious Concrete road in North Lake Tahoe, Placer County. Source: CDM Smith
 
 

INSPECTION AND MAINTENANCE REQUIREMENTS

A maintenance plan shall be provided with the SWQP. The maintenance plan shall include recommended maintenance 
practices, state the parties responsible for maintenance and upkeep, specify the funding source for ongoing 
maintenance, and provide a site specific inspection checklist. At a minimum, maintenance shall include the following:

• Post signs identifying porous pavement areas.
• Keep landscaped areas well-maintained and prevent soil from being transported onto the pavement.
• Clean the surface using vacuum sweeping machines.
• If routine cleaning does not restore infiltration rates, then reconstruction of part of the porous pavement may be 

required.
• For modular and cobblestone block, periodically add joint material (sand) to replace material that has been 

transported or removed.
• Monitor regularly to ensure that the paving surface drains properly after storms.
• Do not seal or repave with impermeable materials.
• Inspect the surface annually for deterioration.
• Reinforced grass requires mowing and periodic reseeding to fill in bare spots.
• Clean out underdrain systems at regular intervals.
• Inspect outlets annually and maintain as needed.

If applicable, contact the proprietary product manufacturer for specific maintenance requirements.
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